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cal and behavioral biometric event data in response to the
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binding format or as raw data in a local host device or com-
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At least one user preference may be specified for linking a
biometric event data to the mapped, analyzed, categorized
and stored captured data in a database. Captured data may be
retrieved by matching biometric event data to at least one user
preference from the database.
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METHOD AND SYSTEM FOR PROCESSING
INFORMATION BASED ON DETECTED
BIOMETRIC EVENT DATA

CROSS-REFERENCE TO RELATED
APPLICATIONS/INCORPORATION BY
REFERENCE

This application claims priority to and is a continuation of
co-pending U.S. patent application titled “METHOD AND
SYSTEM FOR PROCESSING INFORMATION BASED
ONDETECTED BIOMETRIC EVENT DATA” filed on Sep.
26,2007 and assigned application Ser. No. 11/861,786, which
claims priority to United States Provisional application filed
on Jul. 20, 2007 and assigned Ser. No. 60/950,952.

This application also makes reference to:

U.S. patent application Ser. No. 11/861,224 filed on Sep. 25,

2007,

U.S. patent application Ser. No. 11/861,220 filed on Sep. 25,

2007; and
U.S. patent application Ser. No. 11/861,219 filed on Sep. 25,

2007.

Each of the above stated applications is hereby incorpo-
rated herein by reference in its entirety

FIELD OF THE INVENTION

Certain embodiments of the invention relate to wireless
communication. More specifically, certain embodiments of
the invention relate to a method and system for processing
information based on detected biometric event data.

BACKGROUND OF THE INVENTION

The field of wireless communication has seen dramatic
growth over the last few years. Currently, most people use
their wireless devices, be it cellular phones, PDA’s, laptops,
and/or other devices, for various purposes, business and per-
sonal, on a constant and daily basis. Society is truly becoming
a wireless one. Many wireless solutions have been intro-
duced, and have made tremendous strides into everyday life.

For example, the use of Wireless Personal Area Networks
(WPAN) has been gaining popularity in a great number of
applications because of the flexibility and convenience in
connectivity they provide. WPAN systems generally replace
cumbersome cabling and/or wiring used to connect periph-
eral devices and/or mobile terminals by providing short dis-
tance wireless links that allow connectivity within very nar-
row spatial limits. WPAN may be based on standardized
technologies, for example Class 2 Bluetooth© technology.
While WPAN may be very beneficial for certain applications,
other applications may require larger service areas and/or
capabilities.

To satisfy such needs, other technologies have been devel-
oped to provide greater wireless service. Wireless Local Area
Networks (WLAN) systems may operate within a wider
range. In contrast to the WPAN systems, WLAN provide
connectivity to devices that are located within a slightly larger
geographical area, such as the area covered by a building or a
campus. WLAN systems are generally based on specific stan-
dards, for example IEEE 802.11 standard specifications to
supplement the communication capacity provided by tradi-
tional wired Local Area Networks (LANs) installed in the
same geographic area as the WLAN system.

In short, wireless networks may exist to support wireless
mobile communication devices (WMCDs). However, while
WMCDs have continued to grow in complexity and capabil-
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2

ity, these WMCDs still continue to suffer from some major
limitations, especially physical limitations and power.

Further limitations and disadvantages of conventional and
traditional approaches will become apparent to one of skill in
the art, through comparison of such systems with the present
invention as set forth in the remainder of the present applica-
tion with reference to the drawings.

BRIEF SUMMARY OF THE INVENTION

A method and/or system is provided for processing infor-
mation based on detected biometric event data, substantially
as shown in and/or described in accordance to at least one of
the figures, as set forth more completely in the claims.

Various advantages, aspects and novel features of the
present invention, as well as details of an illustrated embodi-
ment thereof, will be more fully understood from the follow-
ing description and drawings.

BRIEF DESCRIPTION OF SEVERAL VIEWS OF
THE DRAWINGS

FIG. 1A is a block diagram of an exemplary data capturing
system used for capturing data event based on user’s biomet-
ric event data, in accordance with an embodiment of the
invention.

FIG. 1B illustrates an exemplary physical implementation
of a data acquisition system capturing data content based on
user’s biometric event data, in accordance with an embodi-
ment of the invention.

FIG. 1C illustrates exemplary data frame structure of cap-
tured data, in accordance with an embodiment of the inven-
tion.

FIG. 1D illustrates an exemplary process of virtual
memory address mapping and user preference generation
based on biometric event data, in accordance with an embodi-
ment of the invention.

FIG. 1E illustrates an exemplary biometric event data map-
ping table based on data detected from biometric sensors, in
accordance with an embodiment of the invention.

FIG. 2 is a flow diagram illustrating exemplary steps for
capturing and storing of data based on detected biometric
event data, in accordance with an embodiment of the inven-
tion.

DETAILED DESCRIPTION OF THE INVENTION

Certain aspects of the invention may be found in a method
and system for processing information based on detected
biometric event data. Exemplary aspects of the invention may
comprise capturing data and/or one or more events based on
one or more detected biometric event data, and storing the
captured data locally in a local host device and/or in a remote
communication device. The captured data may be multimedia
content data comprising text, speech, speech to text transla-
tion, video, still image, audio signal, or data received from
analog or digital inputs. The captured data may be time, date
or location stamped and concurrently tagged with detected
biometric event data of one or more users in the vicinity. The
captured data and the respective detected biometric event data
may be mapped, analyzed, categorized and/or stored into
respective databases in the memory for future retrieval.

Various data may be captured through a data acquisition
system comprising one or more devices or sensors. The time,
date and location information may be acquired through a GPS
receiver and/or a combination of user data entry and/or from
anetwork clock synchronization protocol. An information or
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data filtering system such as a user preference may be gener-
ated and/or used to retrieve and/or link captured data effi-
ciently from the categorized stored captured data. The user
preference may comprise a link to associated information
such as the time, date, location stamps and the biometric event
data, that may be utilized to identify the stored captured data.
The biometric event data may be mapped to a biometric event
data base such as abiometric event data mapping table unique
to each user. Captured data may be retrieved by recalling or
matching to one or more biometric event data experienced by
one or more respective users from respective user prefer-
ences.

FIG. 1A is a block diagram of an exemplary data capturing
system used for capturing data event based on user’s biomet-
ric event data, in accordance with an embodiment of the
invention. Referring to FIG. 1A, there is shown an exemplary
data capturing system 100 comprising a plurality of inputs
141, 142 and 143, a data acquisition system 110, an optional
communication network 140 and an optional remote host or
storage 150.

The input 141 may comprise at least one of the inputs of
time, date and location information that may be obtained via
GPS signals. The input 141 may be used for time, date and
location stamping of data acquired from input 142. The input
141 oftime information may be received in the format of local
time, Coordinated Universal Time (UTC) or the Greenwich
Mean Time GMT. A local time may be derived from the UTC
based on the local geographical location. In another embodi-
ment of the invention, the input 141 may utilize the IEEE
1588-2002 standard for a precision clock synchronized pro-
tocol to time stamp data communicated via a network such as
the Ethernet. The location information of input 141 may be
obtained via GPS signals, where location coordinates may be
interpreted to provide detailed location such as street address,
city name, zip code, or country code.

The input 142 may comprise event data or contents of
interest intended for storage in the form of analog or digital
signals. In an embodiment of the invention, the input 142 may
comprise multimedia data content in the form of text, speech,
speech to text translation, video, audio or still image data.
Exemplary non-multimedia data content such as environ-
mental data related to temperature, humidity, wind speed, air
pressure, or ambient noise level may be included in the data
content of input 142.

The input 143 may comprise biometric event data of a user
that may be used to prompt or trigger data capturing of events
from input 142. The biometric event data to input 143, may be
classified into two main types: physiological and behavioral
biometric event data. A physiological biometric event data
may be data related to an event that tests, reads or captures a
physical aspect of the body such as facial features, finger
prints, hand shape, iris blood vessel pattern (iris scan), DNA
sequences, pulse rate, pulse pressure, muscle tension. In addi-
tion to the biometric event data of an individual user, sur-
rounding people in the vicinity may contribute biometric
event data to the input 143 through additional host devices
130¢ and 1304 where respective biometric event data from
host devices 130c¢ or 1304 may be simultaneously communi-
cated to the local host device 130 or to the remote host or
storage 150 through communication links 140¢ and 140d.

A behavioral biometric event data may comprise data
indicative of personality, or a behavior change in response to
an event taking place. For example, handwriting, voice sig-
nature, a rise in pulse pressure, rise in pulse rate, skin tem-
perature changes, sweating, pupil dilation, breathing rate
change, change in tone of voice may indicate anxiety, anger,
excitement, distress, rigorous physical activities, startle, fear,
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or mental unrest. Biometric event data from an Electroen-
cephalogram (EEG) that detects brain wave may indicate
mental state and mental activity. Speech pattern, tone of
voice, speech to text translation and content analysis, gal-
vanic skin response may provide biometric event data as an
indication of the circumstances of the environment, type of
stimulus received and a reaction to the stimulus.

The captured biometric event data may be utilized to con-
struct or reconstruct a story or a journal of personal experi-
ence. A correlated set of time, date and location information
along with biometric event data and data collected for an
external event may be useful in devising a data linking path to
speed up a search algorithm to identify captured events or
stored data for future retrieval.

The data acquisition system 110 may comprise a plurality
of data acquisition devices or sensors 102, 106, 115 and a
local host device such as a wireless mobile communication
device 130 (WMCD). In an embodiment of the invention, the
plurality of data acquisition devices or sensors 102, 106, 115
may be discrete devices or sensors in a distributed system
110. The respective data from inputs 141, 142 and 143 may be
communicated to the wireless mobile communication device
WMCD 130 through wireless transmission such as using
Bluetooth or Wireless Personal Area Network (WPAN) tech-
nology. For longer range transmission, a WLAN with a wire-
less access point, for example, may be used. In another
embodiment of the invention, the plurality of data acquisition
devices or sensors 102, 106, 115 may be integrated into fewer
devices, or into a single wireless mobile communication
device WMCD 130 forming an integrated data acquisition
system 110. Alternately, a combination of distributed and
integrated data acquisition system 110 may be used.

The data acquisition devices or sensors 102 may comprise
aplurality of devices or sensors. For example a video camera
may capture video content or motion pictures, a camera may
capture still images, a scanner may capture text, graphics or
still images, and a microphone. audio decoder or audio
receiver may capture voice or audio data content. Non mul-
timedia environmental sensors such as a thermocouple may
capture temperature data, a hygrometer may capture humid-
ity data, a pressure gauge may capture atmospheric pressure
data, a Pitot tube may capture air flow velocity and a micro-
phone may capture a ambient noise level. The captured data
142a, 1426 to 142r from respective device or sensors 102
may be communicated to the WMCD 130 as digitized raw
data, or may be communicated as formatted data frames.

The data acquisition device or sensor 106 may comprise a
GPS receiver, a reference clock, time input from the IEEE
1588-2002 standard precision clock synchronized protocol or
a data entry by a user at the start of recording the input 102.
The data 141a, 141510 1412 may communicate time, date and
location information to the WMCD 130 for synchronization
with the captured data from respective data acquisition
devices or sensors 102 and 115.

The data acquisition device or sensor 115 may comprise a
plurality of biometric acquisition devices or sensors. For
example, an EKG device with a plurality of electrodes may
monitor heart activity, rate or pulse rate, an EEG device with
aplurality of electrodes may monitor brain waves pattern and
activities, a Galvanic skin response electrode or electroder-
mic sensor may monitor electrical resistance of the skin as
indication of sympathetic activity and emotional arousal.
Additionally, a scanner may scan finger print, facial feature,
iris blood vessel pattern, monitor pupil dilation, eye move-
ment. A thermal couple may monitor body temperature, a
pressure transducer may monitor pulse pressure, a micro-
phone, an audio receiver may record audio data, a voice
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encoder may encode voice and a conductance transducer may
monitor body sweat. The acquired biometric event data 143a,
1435 to 1437 may be communicated to the WMCD 130 as
digitized raw data, or may be communicated as a higher level
interpreted data such as an emotional or mental state indica-
tion.

The wireless mobile communication device (WMCD) 130
may comprise amemory 120a, a CPU or a processor 124, and
an integrated transmit/receive communication interface
(TXRX module) 1245. The WMCD 130 may perform ser-
vices and functions such as a smart mobile phone, a PDA and
may communicate to external devices through wireless com-
munications such as Bluetooth. The WMCD 130 may include
other function as a local host device to perform a range of
tasks such as data management, data binding or formatting
the captured data 1424 to 142# into another data format such
as tagging captured data 128 for network transmission. In an
embodiment of the invention, data binding codes 1244 may
be used to tag or pre-tag the captured data 142a to 142» with
suitable identifications such as time, date or location data
1414 to 141 and/or biometric event data 143a to 143xn.

In an embodiment of the invention, the captured data 128
may be biometrically tagged and stored locally into the
memory 120q in the WMCD 130. The captured data 128 may
further be categorized and sorted based on the tagged infor-
mation using for example, time, date, location, biometric
event data and stored in a categorized data base 120c¢ for
future retrieval or processing. The pre-tagging or tagging of
captured data 128 are discussed in U.S. patent application Ser.
Nos. 11/861,224 and 11/861,220, both filed on Sep. 25, 2007,
and is hereby incorporated by reference in its entirety.

The WMCD 130 may store a user preference 1204 for the
captured data 128. The user preference 1205 may comprise a
link to associated information or data 141a to 1417 such as the
time, date, location stamps and the biometric event data 143a
to 143# to identify the captured data 1424 to 142z. The user
preference 1206 may be stored in the memory 120a of the
WMCD 130, and may be triggered to retrieve captured data
efficiently from the categorized data base 120¢. The biometric
event data 143a to 143z may be mapped to a biometric event
data base unique to the respective person.

In another embodiment of the invention, additional mul-
tiple biometric event data 143ca to 143c¢n, 143da to 143dn
from multiple users or host devices 130c¢ or 1304 may be
concurrently or independently acquired when input data 142a
to 142» are being captured by the local host device 130. The
concurrently or independently acquired biometric event data
143ca to 143cn, 143da to 143dn may optionally be mapped,
parsed, or appended to the captured data 128 from the local
host device 130 and may optionally be stored as an updated
captured data 128« locally in the host memory 120a or
remotely in the memory 152 in the remote host or storage 150.

Optionally, one or more user preferences 1205, 120¢ or
120d may be specified to map or associate the biometric event
data 143a to 143n, 143ca to 143cn, 143da to 143dn from the
multiple users or host devices 130, 130c¢ or 1304 to link to the
captured data 142a to 142# for later retrieval. Optionally, an
updated user preference 120z may be specified to map or
associate the biometric event data 143a to 143r, 143ca to
143¢n,143da 1o 143dn from the multiple users or host devices
130, 130c or 130dto link to the captured data 142a to 142z for
later retrieval. By recalling or matching to one or more of
biometric event data (i.e. 143a to 143#n, 143ca to 143cn or
143da to 143dr) to one or more of the specified user prefer-
ences 1205, 120c¢ or 1204 or the updated multiple user pref-
erence 120u, the respective captured data 128 or the updated
captured data 128« may be retrieved.
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In another embodiment of the invention, the captured data
128 or 1284 may be stored or further processed in an optional
remote host or storage 150. For example, if the local host
device 130 has limited memory for storage, it may be desir-
able to store the captured data 128 or 128« in the remote host
or storage 150. Other reasons may be due to conserving the
battery of the WMCD 130, limited processing capacity in the
CPU/processor 124, or a lack of appropriate application to
process the captured data 128 in the local host device 130.

The WMCD 130 may comprise suitable hardware, logic,
circuitry, and/or code that may be adapted to provide wireless
router functions to enable routing or transmission of respec-
tive data 141a to 141z, 142a to 142%, 143a to 143r as unproc-
essed raw data format to the remote host or storage 150 for
further processing.

For remote processing, the transmit/receive TXRX module
1245 may communicate the raw data 141a to 141n, 142a to
142n,143a to 143# or the captured data 128 through a com-
munication link 140q to the remote host or storage 150. The
communication links 140a, 1405 to the network 140 such as
the Ethernet may be via a wired link or a wireless link. The
communication links 140a, 1406 may be encrypted for
secured communication between the local host device of
WMCD 130 and the remote host or storage 150.

The local host device WMCD 130 and the remote host or
storage 150 may comprise suitable hardware, logic, circuitry,
and/or code that may be adapted to provide wired or wireless
networking operations through communication links 140a,
1405. The wired or wireless communication links 140a, 1405
may be accessed from a WLAN infrastructure network 140
via a portal 108a and 10856. The portal 108a and 1085 may
comprise suitable hardware, logic, circuitry, and/or code and
may be adapted to integrate the WLAN infrastructure net-
work 140 with non-IEEE 802.11 networks. Moreover, the
portal 1084 and 1085 may also be adapted to perform the
functional operations of a bridge, such as range extension
and/or translation between different frame formats, in order
to integrate the WL AN infrastructure network 140 with IEEE
802.11-based networks.

In an embodiment of the invention, the remote host or
storage 150 may comprise a CPU/processor 154, an inte-
grated TXRX module 154a, a memory 152, one or more
applications such as a data categorization algorithm and/or a
pattern recognition algorithm. The remote host or storage 150
may have similar functions as the local host device WMCD
130, except may be with expanded capacity in the memory
152, the CPU/processor 154 processing power, or with the
necessary operating system and applications for processing,
categorizing, reading and writing the captured data 128 into
the various data bases.

A data categorization algorithm 170a may be executed
under an operating system by the CPU/Processor 154 in the
memory buffer 152a to perform categorization on the cap-
tured data 128. The data categorization algorithm 170a may
comprise one or more applications to sort and analyze one or
more data segments according to the instructions provided in
the header portion of the captured data 128. Further descrip-
tion of an exemplary data structure of the captured data 128
will be discussed with respect to FIG. 1D. In this exemplary
data structure, the captured data 128 may comprise data seg-
ments to include user name, device type, time, date, location
information, multimedia data and biometric event data. The
data categorization algorithm 170a may generate or update a
plurality of virtual memory address tables 1524 that catego-
rize and link respective data segments to physical memory
locations in a categorized database 152¢. The same data cat-
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egorization algorithm 170a may be executed to perform cat-
egorical search in the virtual memory address tables 1525 for
data retrieval.

A pattern recognition algorithm 1705 may be executed
under an optional operating system by the CPU/Processor
154 in the memory bufter 1524 to perform pattern recognition
functions. The pattern recognition functions may comprise
update or generation of pattern recognition data base 152d,
user biometric event data check, authentication and verifica-
tion. The pattern recognition algorithm 1705 may comprise a
plurality of biometric event data mapping applications and/or
code, neural network intelligence application or artificial
intelligence applications.

The pattern recognition algorithm 1706 may analyze the
collected biometric event data from the captured data 128 to
infer mood, mental state, character portrayal, personality
analysis, physical activities or health conditions at the input
141 time instances, when input event data 142 and 143 were
captured. The pattern recognition analysis may comprise
voice recognition, speech to text translation content analysis,
speech pattern analysis, EEG brain waves pattern, eye move-
ments, galvanic skin response, EKG pulse rate, breathing
rate, pulse pressure, pupil dilation and muscle tension analy-
sis.

The inferred results from the pattern recognition analysis
may be dynamically generated or mapped to a category in a
biometric event data mapping table 134 under the categorized
database 152¢. An unrecognized pattern may be generated
and categorically stored as a new template with digitized
biometric event data pattern in the pattern recognition data
base 152d. A user preference 152¢ may be generated or
dynamically updated to link the captured data 128 to the
categorized data base 152¢. The user preference 152¢ may
comprise a plurality of instances with data tags that links the
user preference 152¢ to the virtual memory address tables
1524 such that data may be fetched from the categorized data
base 152¢ based on linked address routes.

The information in the user preference 152¢, the pattern
recognition database 1524 and the captured data 128aa in the
categorized data base 152¢ from the remote host or storage
150 may be retrieved and communicated to the WMCD 130
or any available resources in a network upon user’s request
and upon successful authentication and verification of user’s
identity and user’s preference 152¢ based on biometric event
data. The generation of user’s preferences and rendering of
multimedia content on dissimilar format devices based on
user’s biometric event data is disclosed in U.S. patent appli-
cation Ser. No. 11/861,219 titled “Method And System For
Configuring Local And Remote Resources To Accomplish
Rendering Of Multimedia Content On Dissimilar Format
Devices Based On User Biometric Data” filed on Sep. 25,
2007; and is incorporated herein by reference in its entirety.

FIG. 1B illustrates an exemplary physical implementation
of a data acquisition system capturing data content based on
user’s biometric event data, in accordance with an embodi-
ment of the invention. Referring to FIG. 1B, there is shown a
data acquisition system 110A worn by a user (Cyclist) 108
witnessing a bus accident scene or event 200 and triggering
communication of a captured data 128 to a remote host or
storage 150a through a wireless network 140a. The data
acquisition system 110A may comprise a plurality of data
acquisition devices and sensor such as a Bluetooth enabled
hearing and speech device 102¢, a Bluetooth enabled cyclist
helmet 1074, a Bluetooth enabled cyclist goggle 1075, a
Bluetooth enabled cyclist jersey 107¢, a Bluetooth enabled
wrist watch 107e, and a local host device such as a wireless
mobile communication device (WMCD) 130a. Biometric
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event data comprises physiological biometric event data and
behavioral biometric event data.

The Bluetooth enabled hearing and speech device 102¢
may capture and communicate the audio data D3 142¢ ofthe
cyclist 108 such as an emergency 911 phone call via the
WMCD 13054. The audio receiver of the Bluetooth enabled
hearing and speech device 102¢ may pick up audio data D3
142¢ content including surrounding sound of the bus accident
scene 200, the 911 operator dialogue content and the heavy
breathing biometric event data BD2 14354 of the cyclist 108
peddling towards the scene to render rescue to injured pas-
sengers. The audio data D3 142¢ and biometric event data
BD2 1435 may be communicated through Bluetooth wireless
signals and stored into the WMCD 1304 local memory. Alter-
nately, the audio data D3 142¢ and biometric event data BD2
1435 may be communicated to the remote host or storage
150a as captured data 128 through a communication link
1404 such as a cellular network 140.

The Bluetooth enabled cyclist helmet 1074 may capture
and communicate the brain wave pattern of the cyclist 108 in
response to witnessing the bus accident scene 200. The Blue-
tooth enabled cyclist helmet 107a may comprise a cyclist
helmet with embedded EEG electrodes 104¢, 1044, 104e and
104f'to measure the left and right brain activities. The Blue-
tooth enabled cyclist helmet 107a may also comprise a ther-
mocouple/conductance electrode 1047 along the forehead of
the cyclist 108 to measure the temperature and skin moisture
conductivity data (sweat detection). The EEG brain wave
data, temperature data and the moisture conductivity data
may be communicated respectively as BD1 143a and BD8
143/ through a patch antenna 1077 on the Bluetooth enabled
cyclist helmet 107a to the WMCD 130qa through Bluetooth
wireless signals.

The Bluetooth enabled cyclist goggle 1075 may capture
and communicate snap shots of still images of the scene, or
detect eye movements and pupil dilation of the cyclist 108, in
response to witnessing the bus accident scene 200 event. The
Bluetooth enabled cyclist goggle 1075 may comprise a cam-
era 1025 to capture still images of the bus accident scene 200
event as data D2 1425. In an embodiment of the invention, the
goggle lens may be a scanner with targeting cross hair grids
104% to detect eye movement and pupil dilation, capturing
biometric event data BD3 143c. The Bluetooth enabled
cyclist goggle 1075 may use a goggle frame antenna 104/ to
communicate data D2 1425 and biometric event data BD3
143¢ to the WMCD 130a through Bluetooth wireless signals.

The Bluetooth enabled cyclist jersey 107¢ may capture and
communicate biometric event data such as pulse rate, EKG
heart rthythm, breathing pattern, muscle tension and Galvanic
skin response of the cyclist 108, in response to witnessing the
bus accident scene 200. The Bluetooth enabled cyclist jersey
107¢ may comprise embedded pressure transducers or elec-
trodes 104g, 104/ and 104;. Pressure transducers, or elec-
trodes 104g may be embedded on the collar 1074 to measure
the pulse rate or Galvanic skin response as biometric event
data BD4 1434. Pressure transducers or electrodes 104/ may
measure muscle tension or Galvanic skin response as biomet-
ric event data BD6 143f. Pressure transducers or electrodes
104; may measure the EKG heart rhythm or pulse rate or
breathing pattern as biometric event data BD5 143e. The
biometric event data BD4 1434 to BD6 143/ may be commu-
nicated to the WMCD 130aq through Bluetooth wireless sig-
nals.

The Bluetooth enabled wrist watch 107¢ may capture and
communicate biometric event data such as pulse rate, pulse
pressure, EKG heart rhythm, muscle tension and Galvanic
skin response of the cyclist 108, in response to witnessing the
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bus accident scene 200. In an embodiment of the invention,
the Bluetooth enabled wrist watch 107e may function as a
local host device with similar functions as the WMCD 130a
such as a smart phone capable of communicating or transfer-
ring captured data 128 to the wireless network 140a. The
Bluetooth enabled wrist watch 107e may comprise embedded
pressure transducers or electrodes 104m capable of measur-
ing pulse rate, pulse pressure, EKG heart rhythm, muscle
tension and Galvanic skin response of the cyclist 108 as
biometric event data BD7 143g. The biometric event data
BD7 143g may be communicated to the WMCD 130a
through Bluetooth wireless signals.

The WMCD 130a may capture and communicate video
clips D1 1424 or snap shots of still images of the bus accident
scene 200 between buses 111a and 1115. In an embodiment
of'the invention, the video or still camera 102a on the WMCD
130a may follow the eye movements detected by the targeting
cross hair grids 104% of the Bluetooth cyclist goggle 1075.
The WMCD 130a¢ may be mounted on a motorized micro
gyro 1304 on the bicycle frame 109 to allow radial movement
mimicking the eye movement. In an embodiment of the
invention, the WMCD 1304 may comprise an optional GPS
receiver to receive time, date, location data TL1 141 from a
plurality of GPS satellites 1804 to 180c.

In an embodiment of the invention, the WMCD 130a may
perform data binding on the acquired multimedia data D1
142a, D2 1425b, D3 142¢ and the biometric event data BD1
143ato BD8 143/, and transmit the captured data 128 as time,
date and location stamped data frames 1284 and 1285 through
wireless network 140a. In another embodiment of the inven-
tion, the WMCD 130a may not perform data binding. The
captured multimedia data D1 1424, D2 1425, D3 142¢ and the
biometric event data BD1 1434 to BD8 143/ may be time
stamped by the IEEE 1588-2000 synchronized clock protocol
and transmitted in the network 140.

In another embodiment of the invention, the WMCD 130a
may generate a user preference 1205 based on biometric
event data at the time captured data 128 may be stored in the
local memory or communicated to the remote host or storage
150a. The user preference 1205 may link the biometric event
data such as finger print, iris scan, voice recognition a behav-
ioral condition or mental state of the cyclist 108 in the cap-
tured data 128. The user preference 1205 may be used to gain
future access to the network 140qa or to search for captured
data of the bus accident scene 200 through a process of user
preference authentication, validation using a pattern recogni-
tion algorithm 1704.

The remote host or storage 150a¢ may comprise similar
functions as the remote host or storage 150 described in FIG.
1A. In an embodiment of the invention, the remote host or
storage 150a may use the data categorization algorithm 170a
and/or a pattern recognition algorithm 1705 to analyze, con-
struct a data mapping table, store a summary or synopsis 152k
or generate a user preference icon 152¢a with a bus accident
scene. The icon 152ca may be communicated and stored
locally in the user preference 1205 in the form of a graphical
user interface (GUI) such as the icon 152c¢a or as a com-
pressed image file.

In an alternate embodiment of the invention shown in FIG.
1D, the user preference may be a text keyword 152¢b, a file
name 135 or a biometric event data such as a finger print
152c¢c of the cyclist 108. In an alternate embodiment of the
invention, the keyword may be a biometric event data such as
a spoken phrase “BUS ACCIDENT” 152¢b linking the cap-
tured data 128 or to the summary 152% of the bus accident
scene or event 200 to be displayed on his WMCD 130qa or
other resources in the network.
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To retrieve the data 128 from the memory 152, the cyclist
108 may select the icon 152ca from a GUI on his WMCD
130a,typeina “BUS ACCIDENT” keyword 152¢b, speak the
keyword phrase “BUS ACCIDENT” 152¢b or use any bio-
metric event data that may relate his experience of witnessing
the bus accident scene 200 or describe a multimedia data from
the bus accident scene 200 to trigger captured data 128
retrieval. The categorization algorithm 170a or pattern rec-
ognition algorithm 1706 may search and retrieve the captured
data 128 as a video clip, audio or text data from the local
memory of the WMCD 130a or from the remote host or
storage 150.

FIG. 1C illustrates an exemplary data structure of captured
data frames, in accordance with an embodiment of the inven-
tion. Referring to FIG. 1C, there is shown an exemplary data
structure of captured data 128 comprising a plurality of cap-
tured data frames 128a, 1285 to 128%. In an embodiment of
the invention, the WMCD 130a may comprise data binding
codes 124ato bind respective captured data 141aa, 142aa and
143aa from the respective plurality of data acquisition
devices or sensors 106, 102 and 115 into suitable communi-
cation format to form such as the exemplary captured data
frames 128a.

The captured data frame 1284 may comprise a header
139a, a data segment 1395 and a termination code 139¢. The
header 1394 may comprise data structure information and
instructions to read and interpret the data segment 1395. The
header information may comprise one or more headers to
indicate data format, the start and stop bit of the data frame
128a, bit location of each data segment 141aa, 142aa and
143aa, type of data in each data segment, operating system,
application program interfaces and network protocol infor-
mation such as protocol standard, security permission level or
network transport layer. The header instructions may com-
prise calling for one or more interpreter application to inter-
pretand/or process the data segment 1395. In an event if more
than one user’s biometric data such as 143ca, 143da may be
parsed into the data frame 128a, multiple headers may be
used to specify the location or the start and stop bits of the
respective biometric data 143ca or 143da in the biometric
data segment 143aa.

The data segment 1395 may comprise one or more types of
data to be interpreted or processed. In this example, the data
segment 1396 may comprise three data segments 141aaq,
142aa and 143aa. The data segment 141 as may comprise
data relating to the identification of the data such as the name
of the cyclist 108 (user), device ID, time, date or location
information. Each data frame 1284 may be time, date or
optionally location stamped so that data may be categorized
for storage or for retrieval in proper time sequence.

The data segment 142aa may comprise acquired multime-
dia content data, or external data directly transferred or
imported to the WMCD 130q from other external devices. In
an embodiment of the invention, the multimedia data may be
text, still image, graphics, video, audio, speech or a combi-
nation of the data type. Data binding format may be in a
suitable industry standard for transmission, display or for
storage. For example, the multimedia data format may be
designated by suffixes such as .txt (text keyboard) or .html
(Hypertext Markup Language) for the text and web pages,
.Jpeg (Joint Photographic Experts Group) for the compressed
still images or graphics, .wmv (Windows Media Video) or
.mpeg (Motion Pictures Expert Group) for video or motion
picture file, .wma (Windows Media Audio) or .mp3 (MPEG
Layer 3) for audio or music file format.

The data segment 143aa may comprise acquired digitized
readings from biometric devices or sensors. The digitized
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readings may be analog electrical signals or waveforms con-
verted into digital format for transmission. In this example,
the readings from the BD1 to BDn may represent readings of
the EEG brain wave, Galvanic skin responses, speech pattern,
voice pitch, Iris scanned image, finger print, pulse pressure,
pulse rate, eye movements, pupil dilation response, conduc-
tivity, muscle tension, or EKG heart rhythm.

The termination code may comprise codes to terminate
data frame reading, or parity check. A captured data 128 may
comprise of sequences of time stamped captured data frames
128a to 128%. The content of the data segments 141aa, 142aa,
143aa may be extracted by one or more applications called
out in the header 1394 or in the CPU/processor 154 or 124 for
processing.

FIG. 1D illustrates an exemplary process of virtual
memory address mapping and user preference generation
based on biometric event data, in accordance with an embodi-
ment of the invention. Referring to FIG. 1D, there is shown a
virtual memory address mapping step 154q, a data analysis
step 1545 (using applicable algorithms 170a and 1705), a data
categorization step 154¢ (to generate a biometric event data
mapping table 124 and categorized data base 152¢) and a data
linking step 154d (to generate user preference).

The virtual memory address mapping step 154a may com-
prise using a virtual memory address table 1525 to map cap-
tured data 128 from a virtual memory address to a physical
memory location. The virtual memory address table 1526
may be an imaginary memory area supported by an operating
system program such as an operating system in conjunction
with the hardware associated with the memory 152. Since the
captured data 128 may be striped over a distributed area on a
memory device such as a RAID drive or on a flash memory,
the virtual memory address table 1525 may be a logical and
convenient description for software programs to process cap-
tured data 128. Each of the data segments 141aa, 142aa and
143aa of data frames 128a to 128~ is mapped into the new
virtual memory location (or the respective physical memory
locations) such as the biometric event data mapping table 124
and/or the categorized data base 152e.

The virtual memory address table 1525 may be constructed
from data extracted from each of data segments 141aa, 142aa
and 143aa. In this example, the virtual memory address table
1525 may comprise a location address column 152ba, a time
and date address column 15255, a multimedia data address
column 152b¢, 152bd and a biometric event data address
column 152be and 1525f. The location address column 15254
may comprise of location data L1. In this example, the bus
accident scene or event 200 may be recorded in the same
vicinity or location L1. The time and date address column
152bb may comprise of time and date data T1 to Tn, corre-
sponding to the respective data frames 1284 to 128n.

The multimedia data address column 152b¢, 15264 may
comprise data D1 to Dn of the data segment 142aa corre-
sponding to the first two captured data frames 128a and 1285.
For example, the data D1 may be a video file, D2 may be an
image file, D2 may be an audio file, D4 may be a text file. It
is not necessary for the multimedia data address column
152bc or 152bd to have all of the mentioned data D1 to Dn be
arranged in the ascending or descending order. The order may
be random, so long as a linking path for each data D1 to Dn
may be established with other related corresponding data.

The biometric event data address column 152be and 15251
may comprise biometric event data BD1 to BDn of the data
segment 143aa corresponding to the first two captured data
frames 1284 and 1285. For example, the biometric event data
BD1 may be from the EEG brain wave data of the left and/or
right brain for brain activity analysis. The biometric event
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data BD2 may be from audio speech pattern, speech content,
voice pitch for user recognition or for mood condition, mental
state, and character or behavior analysis. The biometric event
data BD3 may be eye movement detection, pupil dilation, iris
scan.

The biometric event data BD4 may be for example pulse
rate, pulse pressure, or Galvanic skin response data. The
biometric event data BD5 to BDn may be from pulse rate,
heart rate, EKG heart rhythm pattern, muscle tension, breath-
ing rate. In certain instances, it may not be necessary for the
biometric event data address column 152be or 1525fto have
all of the mentioned biometric event data BD1 to BDn be
arranged in the ascending or descending order. The order may
be random, so long as a linking path for each biometric event
data BD1 to BDn may be established with other related cor-
responding data.

Inthe data analysis step 15456 and categorization step 154c¢,
the time and date stamped multimedia data D1 to Dn and
biometric event data BD1 to BDn may be analyzed separately
or combined with other biometric event data using a catego-
rization algorithm 170a and/or a pattern recognition algo-
rithm 1705 to generate a biometric event data mapping table
134. A categorized data base 152¢ may be generated from the
multimedia data D1 to Dn. An exemplary captured data file
name 135 “JDOE_ 050207_CA_BUS_BRA.wmv” in this
example may be saved and named in the categorized data base
152¢. The name of the data file 135 may be user defined, or
may be generated from a default algorithm or from a related
user preference based on the user ID, date or time stamp,
location, a keyword of the event and/or designating a biomet-
ric event data such as a bravery act of the cyclist 108.

A user preference 152¢ may optionally be defined by a user
cyclist 108, or may be generated by a user preference algo-
rithm automatically in the WMCD 130a or remote host or
storage 150. The user preference 152¢ such as a GUI object
such as an icon or compressed image file 152ca of the bus
accident, a spoken phrase or a text or keyword 152¢b of “BUS
ACCIDENT™, or a biometric event data such as the finger
print pattern 152¢c of the cyclist 108 may be generated in the
data linking step 1544. Based on the user preference 152¢, the
CPU/Processor 124 or 154 to execute one or more suitable
programs using stored or captured data file 135 linked by a
virtual memory addresses routes defined in the user prefer-
ence 152c¢.

FIG. 1E illustrates an exemplary biometric event data map-
ping table based on data or readings detected from biometric
sensors, in accordance with an embodiment of the invention.
Referring to FIG. 1E, the exemplary biometric event data
mapping table 134 may be generated from the results of data
analysis step 1545 and categorization step 154¢ described in
FIG. 1D. In this example, the exemplary biometric event data
mapping table 134 may suggest analyzed mapping results of
biometric event data BD1 to BDn of captured data frames
128a to 128n. The suggested mapped results may have a
physiological category comprising a physical condition col-
umn 1344 and a behavioral category comprising a plurality of
behavioral columns such as a mood condition column 1345,
a mental state column 134¢ and a character condition column
1344.

Each of the categories, the physical condition 134a, the
mood conditions 1345, the mental state 134¢ and the charac-
ter conditions 134d may further be classified with a positive
condition or a negative condition represented by P+, P—, E+,
E-, M+, M- and C+, C- to describe the opposing conditions
or to contrast the condition for comparison purpose. Other
ways of categorizing the biometric event data mapping table
134 may be used. In another embodiment of the invention, a
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weighing factor or a range may be specified to describe the
different degrees of physiological or behavioral conditions.

The biometric event data mapping table 134 may be popu-
lated with a plurality of commonly known health and psycho-
logical conditions or events to profile the cyclist’s 108 reac-
tion in witnessing the bus accident 200. In this example, to
name a few, the cyclist’s 108 physical condition 134a may be
mapped with indications in column P+ of feeling physically
strong from biometric event data BD1 (EEG brain waves),
BD4 (Pulse rate), BD5 (EKG heart rthythm, heart rate), BD6
(muscle tension, Galvanic Skin Response), and BD7 (pulse
rate). The cyclist’s 108 voice was recorded as loud compared
to normal condition from biometric event data BD2 (voice
pattern, pitch, volume). The P- column may indicate the
cyclist’s 108 body was feeling hot from biometric event data
BD4 (pulse rate) and BD8 (thermocouple reading, moisture
reading from skin conductivity or Galvanic skin response)
due to fast pedaling to the bus accident scene 200 to render
rescue.

Likewise, the mood condition 1345 may be mapped with
indications in column E+ of feeling motivated from biometric
event data BD1 (EEG brain waves), BD2 (speech content
analysis, voice pattern), BD3 (eye movement, pupil dilation),
BD6 (muscle tension, Galvanic Skin Response). The E- col-
umn may indicate the cyclist 108 was anxious from biometric
event data BD1 (EEG brain waves), BD2 (speech content
analysis, voice pattern), BD3 (eye movement, pupil dilation),
BD4 (Pulse rate), BD5 (EKG heart rthythm, heart rate), BD6
(muscle tension, Galvanic Skin Response), BD7 (pulse rate)
and BD8 (thermocouple reading, moisture reading from skin
conductivity or Galvanic skin response).

Similarly, the mental state and character condition of the
cyclist 108 may be found from the biometric event data map-
ping table 134 shown in FIG. 1E with respective highlighted
mapped biometric event data. Each condition indicated in the
biometric event data mapping table 134 may be generated
from combining the results or inferences of data analysis
15454 using the categorization algorithm 170q and the pattern
recognition algorithm 17056 described in FIG. 1D.

FIG. 2 is a flow diagram illustrating exemplary steps for
capturing and storing of data based on detected biometric
event data, in accordance with an embodiment of the inven-
tion. Referring to FIG. 2 following start step 201, data acqui-
sitions may take place in steps 202, 204 and 206. Step 202
may acquire or capture data input 142 from an event such as
the bus accident scene or event 200. In step 202, the input data
142 may be captured as multimedia data 142a to 142n by a
data acquisition system 102 comprising at least one or more
devices or sensors such as a WMCD 130aq (local host device),
a Bluetooth enabled cyclist goggle 1075, and/or a Bluetooth
enabled hearing and speech device 102¢. The WMCD 130qa
may capture data text, video or still image multimedia data
D1 1424, the Bluetooth cyclist goggle 1075 may capture text,
or still image multimedia data D2 1424, and the Bluetooth
enabled hearing and speech device 102¢ may capture audio
data D3 142c.

In step 204, time, date data T1 to Tn may be acquired via a
reference clock, time data from the IEEE 1588-2002 standard
precision clock synchronized protocol or a data entry by a
user at the start of recording multimedia data 142a to 142n
from data acquisition system 102. Optionally, location data
L1 may be acquired with a GPS receiver. The time, date
and/or location information may be used for time, date and/or
location stamping of the acquired data 1424 to 142x.

In step 206, a plurality of biometric devices or sensors such
as the Bluetooth enabled hearing and speech device 102c¢, the
Bluetooth enabled cyclist helmet 1074, the Bluetooth enabled
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cyclist goggle 1075, the Bluetooth enabled cyclist jersey 107¢
and the Bluetooth enabled wrist watch 107¢ may acquire
biometric event data BD1 1434 to BDn 143# such as biomet-
ric event data: EEG brain wave, Galvanic skin responses,
speech pattern, voice pitch, Iris scanned image, finger print,
pulse pressure, pulse rate, eye movement, pupil dilation, skin
conductivity, muscle tension, or EKG heart rhythm.

In step 208, respective captured data 141a to 1417, 1424 to
142n, 143a to 143% from respective data acquisition devices
or sensors 106, 102, 115 in steps 202, 204 and 206 may be
bound into suitable format for storage or for network com-
munication. The captured multimedia data D1 142a to Dn
142n of the bus accident scene or event 200 may be respec-
tively tagged and formatted into frames of captured data 128«
to 128» with respective time, date and location stamping and
biometric event data for local or remote storage. In another
embodiment of the invention, the captured data from steps
202,204 and 206 may be stored or communicated as raw data
without the data binding step 208.

The captured data 128 may be stored locally in step 210a,
or remotely in step 2105. In step 210q, the captured data 128
may be stored into the local memory 120a of the local host
device such as the WMCD 130. Alternately, in step 2105, the
captured data 128 may be communicated through the network
140 and stored remotely in a remote host or storage 150.

Instep 212, captured data 128 from steps 210a or 2105 may
be virtually mapped to link data from physical memory 152 to
a virtual memory address table 15256. The virtual memory
address table 1525 may comprise location addresses 152ba,
time and date addresses 152bh, multimedia data addresses
152b6¢ and 152bd, biometric event data addresses 152be and
1524f. The captured data 128 may be analyzed according to
one or more corresponding data segments 141aa, 142aa,
143aa by one or more applications such as the categorization
algorithm 170a and/or the pattern recognition algorithm
170b.

The analyzed data results of step 212 may be categorized to
generate or update corresponding databases such as the cat-
egorized captured event data base 152¢, the pattern recogni-
tion data base 1525 and the user preference data base 152¢.
The categorized captured event data base 152¢ may be gen-
erated or updated in step 214 using the categorization algo-
rithm 170a. The captured data 128 may be stored in the
categorized data base 152¢ under a file name 135. The cat-
egorized captured data 128 may be sorted and searched
according to time date, location, multimedia data content, or
certain biometric event data.

The pattern recognition data base 1524 may be generated
or updated in step 216. A pattern recognition algorithm 1705
may utilize captured biometric event data to generate a new
pattern recognition data base 152d, or update an existing
pattern recognition data base 1524d. Analyzed biometric event
data such as finger print, iris scan, pupil dilation, voice rec-
ognition, speech pattern, EEG brain wave pattern, EKG heart
rhythm pattern, galvanic skin response, the physical condi-
tion 1344, the mood condition 13454, the mental state 134¢ or
character condition 1344 may be stored into the pattern rec-
ognition database 1524d. In an embodiment of the invention,
the pattern recognition database 1524 may comprise a bio-
metric event data mapping table 134.

The user preference data base 152¢ may be generated or
updated in step 218. User preference for the captured bus
accident scene or event 200 may be generated to trigger or
recall the captured data 128. In an embodiment of the inven-
tion, the user preference may be an icon or compressed image
152ca, as a text, a keyword or a spoken phrase 152¢b, or as a
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biometric event data characteristic to the cyclist 108 such as a
finger print 152¢c or a Galvanic skin response.

In step 220, there may be a request to recall the captured
event 128. If the request may be confirmed, in step 222 user
preference 152ca, 152¢b or 152cc may be used to trigger for
a search of the captured event or data 128. In step 224, the
pattern recognition data base 1524 may match one or more of
the biometric event data such as data from the biometric event
data mapping table 134 against the user preference 152ca,
152¢bh or 152¢c. For example, the cyclist 108 may recall
anxious feelings seeing a bus picture. The cyclist’ 108 EEG
brain wave pattern may be used by a pattern recognition
algorithm 1705 to match the biometric event data in the user
preference data base 152c¢.

In instances when a match may be found with the user
preference, the stored captured data event linked to the user
preference may be retrieved from the WMCD 130 or from the
remote host or storagel50 in step 226. In instances where
there may be no request to recall captured data or event 128,
or if the retrieval is completed, the process may terminate in
step 228.

The steps of the process in FIG. 2 may be rearranged in a
different order or substituted with similar or equivalent opera-
tion to accomplish the same results of capturing and storing of
data based on detected biometric event data, without depart-
ing from the scope and spirit of the invention.

In accordance with various embodiments of the invention,
the method for processing data 142a to 1427 may comprise in
a wireless communication device WMCD 130 capturing data
such as time, date location data 141a to 141z, multimedia data
1424 to 142n and biometric event data 143a to 143n based on
a detected biometric event data. The time, date location data
141a to 1412 may be captured by acquisition devices or
sensors 106 such as a synchronized clock, a GPS receiver or
network time input from IEEE 1588-2002 standard precision
clock synchronized protocol.

The multimedia data 1424 to 1427 may be captured by data
acquisition devices or sensors 102 such as the WMCD 130,
the Bluetooth enabled hearing and speech device 102¢, the
Bluetooth enabled cyclist goggle 10756. The WMCD 130 may
comprise a still camera or video camera 102a for still image
or video data sensing. The Bluetooth enabled hearing and
speech device 102¢ may comprise a microphone, a voice
encoder, or an audio receiver for audio data capturing. The
Bluetooth enabled cyclist goggle 1075 may comprise a scan-
ner or a camera 1025 for still image data capturing.

The biometric event data 1434 to 1437 may be captured by
data acquisition devices or sensors 115 such as the Bluetooth
enabled hearing and speech device 102¢, the Bluetooth
enabled cyclist helmet 1074, the Bluetooth cyclist goggle
1074, the Bluetooth enabled cyclist jersey 107¢ and the Blue-
tooth enabled wrist watch 107e. Electrodes may be used to
capture EEG brain wave pattern, a Bluetooth enabled hearing
and speech device 102¢ to capture speech pattern, speech
content, or voice recognition, electrodes or pressure trans-
ducer to capture pulse rate, pulse pressure, muscle tension,
EKG heart rhythm or breathing rate, scanner to capture eye
movement, pupil dilation or finger print or electrodes to cap-
ture Galvanic skin response.

The captured data 128 may be stored locally at the WMCD
130 or externally at a remote host or storage 150. The bio-
metric event data such as pulse rate, pulse pressure, muscle
tension, EKG heart rhythm, breathing rate, eye movement,
pupil dilation, or finger print may comprise a physiological
event. The biometric event data such as EEG brain wave
pattern, speech pattern, speech content, voice recognition or
Galvanic skin response may comprise a behavioral event.
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The captured data 128 may comprise one or more of audio,
video, still image and text content D1 142q, D2 1425, D3
142¢, and capturing the captured data 128 may be based on
user preference 152¢. The user preference 152¢ may be modi-
fied or updated based on the captured data 128 and/or the
biometric event data BD1 1434 by linking the user preference
152c¢ to the categorized data base 152¢ and/or to the biometric
event data mapping table 134.

The captured data 128 may be retrieved locally from the
WMCD 130 or externally from the remote host or storage 150
based on using the biometric event data from the user prefer-
ence 152¢ to trigger the retrieval. A successful retrieval of the
stored captured data 128 may be triggered by substantially
matching from the pattern recognition database 1524 a user’s
biometric event data such as the EEG brain wave pattern BD1
1434 to the detected biometric event data stored in the user
preference 152¢ using a pattern recognition algorithm 1704.

Certain embodiments of the invention may comprise a
machine-readable storage having stored thereon, a computer
program having at least one code section for processing infor-
mation based on detected biometric event data, the at least one
code section being executable by a machine for causing the
machine to perform one or more of the steps described herein.

Accordingly, aspects of the invention may be realized in
hardware, software, firmware or a combination thereof. The
invention may be realized in a centralized fashion in at least
one computer system or in a distributed fashion where difter-
ent elements are spread across several interconnected com-
puter systems. Any kind of computer system or other appa-
ratus adapted for carrying out the methods described herein is
suited. A typical combination of hardware, software and firm-
ware may be a general-purpose computer system with a com-
puter program that, when being loaded and executed, controls
the computer system such that it carries out the methods
described herein.

One embodiment of the present invention may be imple-
mented as a board level product, as a single chip, application
specific integrated circuit (ASIC), or with varying levels inte-
grated on a single chip with other portions of the system as
separate components. The degree of integration of the system
will primarily be determined by speed and cost consider-
ations. Because of the sophisticated nature of modern proces-
sors, it is possible to utilize a commercially available proces-
sor, which may be implemented external to an ASIC
implementation of the present system. Alternatively, if the
processor is available as an ASIC core or logic block, then the
commercially available processor may be implemented as
partofan ASIC device with various functions implemented as
firmware.

The present invention may also be embedded in a computer
program product, which comprises all the features enabling
the implementation of the methods described herein, and
which when loaded in a computer system is able to carry out
these methods. Computer program in the present context may
mean, for example, any expression, in any language, code or
notation, of a set of instructions intended to cause a system
having an information processing capability to perform a
particular function either directly or after either or both of the
following: a) conversion to another language, code or nota-
tion; b) reproduction in a different material form. However,
other meanings of computer program within the understand-
ing of those skilled in the art are also contemplated by the
present invention.

While the invention has been described with reference to
certain embodiments, it will be understood by those skilled in
the art that various changes may be made and equivalents may
be substituted without departing from the scope of the present
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invention. In addition, many modifications may be made to
adapt a particular situation or material to the teachings of the
present invention without departing from its scope. There-
fore, it is intended that the present invention not be limited to
the particular embodiments disclosed, but that the present
invention will include all embodiments falling within the
scope of the appended claims.

What is claimed is:

1. A method comprising:

capturing, in a computing device, input data;

capturing, in the computing device, biometric event data

via one or more biometric sensors concurrent to the
capturing of the input data; and

mapping at least a portion of the biometric event data to at

least a portion of the captured input data, wherein:
the mapping comprises mapping the at least a portion of the
biometric event data to a biometric event database; and

the mapped at least a portion of the biometric event data
indicates a behavioral condition of a user during the
capturing of the input data.

2. The method according to claim 1, further comprises:

analyzing the biometric event data to establish varying

degrees of the behavioral condition of the user for con-
trast.

3. The method according to claim 1, wherein the input data
comprises one or more of audio content, video content, image
content, or text content.

4. The method according to claim 1, wherein the capturing
of'the input data is based at least in part on a user preference.

5. The method according to claim 4, further comprising:

modifying the user preference based on the input data or

the biometric event data.

6. The method according to claim 4, further comprising:

matching the biometric event data with information in the

user preference or a pattern recognition database.

7. The method according to claim 1, wherein the one or
more biometric sensors comprise one or more of an Flectro-
encephalogram (EEG) sensor, Electrocardiogram (EKG)
sensor, a temperature sensor, a galvanic skin response sensor,
audio sensor, or an optical scanner or sensor.

8. The method according to claim 1, wherein the comput-
ing device comprises a wireless communication device.

9. The method according to claim 1, wherein the capturing
of'the input data is facilitated by one or more of a still camera,
a video camera, a microphone, or a text input device.

10. A system, comprising:

circuitry configured to:

capture input data via an input capture device;

capture biometric event data via one or more biometric
sensors concurrent to the capturing of the input data;
and

map at least a portion of the biometric event data to at
least a portion of the captured input data, wherein:
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the mapping comprises mapping the at least a portion of
the biometric event data to a biometric event database;
and

the mapped at least a portion of the biometric event data
indicates a behavioral condition of a user during the
capturing of the input data.

11. The system according to claim 10, wherein the circuitry
is configured to analyze the biometric event data to establish
varying degrees of the behavioral condition of the user for
contrast.

12. The system according to claim 10, wherein the captured
data comprises one or more of audio, video, still image, and
text content.

13. The system according to claim 10, wherein the input
data is captured based at least in part on a user preference.

14. The system according to claim 13, wherein the circuitry
is configured to modify the user preference based at least in
part on the input data or the biometric event data.

15. The system according to claim 13, wherein the circuitry
is configured to match the biometric event data with informa-
tion in the user preference or a pattern recognition database.

16. The system according to claim 10, wherein the one or
more biometric sensors comprise one or more of an EEG
sensor, EKG sensor, a temperature sensor, a galvanic skin
response sensor, audio sensor, or an optical scanner or sensor.

17. The system according to claim 10, wherein the capture
device comprises one or more of a still camera, a video
camera, a microphone, or a text input device.

18. A non-transitory computer-readable medium having a
program recorded thereon, the program configured to per-
form a method when executed on a computing device, the
method comprising:

capturing input data via an input capture device;

capturing biometric event data via one or more biometric

sensors concurrent to the capturing of the input data; and
mapping at least a portion of the biometric event data to at
least a portion of the captured input data, wherein:
the mapping comprises mapping the at least a portion of the
biometric event data to a biometric event database; and

the mapped at least a portion of the biometric event data
indicates a behavioral condition of a user during the
capturing of the input data.

19. The non-transitory computer-readable medium accord-
ing to claim 18, wherein the method further comprises ana-
lyzing the biometric event data to establish varying degrees of
the behavioral condition for contrast.

20. The non-transitory computer-readable medium accord-
ing to claim 18, wherein the one or more biometric sensors
comprise one or more of an EEG sensor, EKG sensor, a
temperature sensor, a galvanic skin response sensor, audio
sensor, or an optical scanner or sensor.
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